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12 & VARIES 12 & VARIES | 12.00° 12.00° 8.00° l 8.00° 12,00’ 12.00° | 8 & VARIES '__EQE_NQ
! (D) EXISTING HOT-MIX ASPHALT SURFACE COURSE, 2 1/2”
1 (@ EXISTING PCC BASE COURSE, 10
TY 8-9.061 MEDIAN (® EXISTING COMBINATION CONC. CURB & GUTTER TYPE B 6.24
. P 4" CONC. MEDIAN SURFACE - EXISTING SLop
N EXISTING SLOPE _ o ST T . . EXISTING sLopg _ ”
B Zrs 2 T I e (@)  EXISTING STAB. SUB-BASE (4")
[_/_/:/_[;__,: ---------- Ly | I e N 3 : () EXISTING HOT-MIX ASPHALT SHOULDER, 10"
- SRR S U N [ttt SEPR— ]
T B N B [ S S AU, N (6) HOT-MIX ASPHALT SURFACE REMOVAL - 1 3/4
""""""""""""" () PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F, N9O, 1 3/4
4 @ 5
EXISTING TYPICAL SECTION
STA. 10+16.52 TO STA. 33+60.25 AND STA. 36+62.44 TO STA. 63+42.30
HOT-MIX ASPHALT MIXTURE REQUIREMENTS
MIXTURE TYPE AC TYPE VoIDS
b0 RESURFACING
‘ HOT-MIX ASPHALT SURFACE COURSE, MIX “F”, N30, (IL 9.5mm) SBS/SBR PG 70-22 | 4% @ 90 GYR
|
‘ PATCHING
12 & VARIES 12/ & VARIES | 12.007 12.007 8.00° . 8.00 12,00’ 12.00’ | 8 & VARIES
CLASS D PATCHES, (HMA BINDER IL-19mm) PG 64-22% 4% © 70 GYR.
l HOT-MIX ASPHALT REPLACEMENT OVER PATCHES, (HMA BINDER IL-19 mm) PG 64-22%% 4% 2 70 GYR.
!
Y B~9.06! MEDIAN - THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS 112 LBS/SQ.YD./IN
EXISTING SLOPE___ ﬁrr\i”»f(iNi_Mf?tf‘_s_uficf.-h | ostig suore sx WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22
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